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Introduction to . . .

Recommended discharge time: cycling operations
Operational temperature: - 40°C to + 50°C

. ‘ VARTA® Features & Benefits
. Capacity Range: 10Ah - 800Ah Proven long service life: 20 years in stationary

1 secto 30 min

« Ni-Cd cells of this range are especially . Long storage life
constructed for high current discharging and . Robust construction - hard-wearing and
starting applications insensitive to faults in maintenance

- Excellent resistance against electrical and « Long maintenance interval

VARTA® pocket plate NiCd
cells are suitable for industrial

mechanical stress

Translucent plastic cases for visible electrolyte

« No risks of terminal decomposition or sudden level
applications requiring proven death due to the plate construction . Conforms to IEC60623/KH...P
reliability and the highest
safety integrity. The RH range General Specifications
is optimised for app“cations Capacity (Ah) Nominal Dimensions Weight
covering discharges of 1 as per ) . . Without Total .
Type* |EC60623 Length Width Height Height* electrolyte weight Terminal
second to 30 minutes or more. cl.133. mm in mm in mm in mm in kg Ibs kg Ibs
RH 10 10 4% 18 8 33 237 93 257 101 111 24 162 36 MIOM
Typical RH battery applications RH 20 20 4% 18 8 33 237 93 257 101 157 35 190 42 MIOM
include diesel start, UPS and RH 30 30 53 21 134 53 330 130 360 142 270 60 413 91  M8F
= . RH 40 40 53 21 13 53 330 130 360 142 312 69 437 96  M8F
RH 50 50 53 21 13 53 330 130 360 142 359 79 461 102  M8F
With over 100 years of RH 65 65 69 27 13 53 330 130 360 142 452 100 610 134  M8F
. . . RH 80 80 69 27 13 53 330 130 360 142 537 118 663 146  M8F
experience in the design and RH 100 100 1035 41 134 53 330 130 360 142 649 143 882 194  MSF
manufacture of NiCd batteries, RH 125 125 1035 41 134 53 330 130 360 142 7.82 172 969 214  M8F
supported by an ethos of RH 150 150 108 43 164 65 330 130 360 142 887 196 1190 262  MSF
f . RH 185 185 164 65 158 62 330 130 360 142 1057 233 1559 344  MSF
continuous improvement and RH 200 200 164 65 158 62 330 130 360 142 1138 251 1618 357  M8F
technical development, RH 235 235 164 65 158 62 330 130 360 142 1260 278 1706 376  M8F
EnerSys™ offers a world- RH 250 250 164 65 158 62 330 130 360 142 1300 287 1735 382  MSF
y [ RH 280 280 176 69 246 97 330 130 360 142 1698 374 2370 522  MIOF
leading range of solutions to RH 300 300 176 69 246 97 330 130 360 142 17.68 390 2418 533  MIOF
suit varying applications. RH 320 320 176 69 246 97 330 130 360 142 1846 405 2460 542  MIOF
RH 360 360 176 69 368 145 330 130 360 142 2268 500 3386 746 MIOF
Cost effectiveness, safety and RH 390 390 176 69 368 145 330 130 360 142 2378 524 3466 764  MIOF
durability make the VARTA RH RH 420 420 176 69 368 145 330 130 360 142 2483 547 3540 780 MIOF
) RH 450 450 176 69 368 145 330 130 360 142 2598 573 3625 799 MIOF
range NiCd battery one of the RH 480 480 176 69 368 145 330 130 360 142 27.08 597 3704 817  MIOF
most reliable and powerful RH 520 520 176 69 448 176 330 130 360 142 3150 694 4473 986  MIOF
systems on the market. RH 560 560 176 69 448 176 330 130 360 142 3300 726 4586 1011 MIOF
RH 600 600 176 69 448 176 330 130 360 142 3450 761 47.00 1036 MIOF
RH 640 640 176 69 448 176 330 130 360 142 3600 794 4811 1061 MIOF
RH 700 700 176 69 558 220 330 130 360 142 4113 907 5720 1261 MIOF
RH 750 750 176 69 558 220 330 130 360 142 4300 948 5860 1292 MIOF
RH 800 800 176 69 558 220 330 130 360 142 4488 989 6000 1323 MIOF

* Includes height over terminals

Battery Layout

RH 10 - RH 20 RH 30 - RH 125 RH 150 RH 185 - RH 250
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Current (Amps) to 1.15V @ 20°C (68°F)

Seconds Minutes
Type 1 b 10 30 1 b 10 15 30 60 90

RH 10 53.80 43.80 40.00 33.80 30.00 20.00 17.00 15.00 11.30 7.50 6.00

RH 20 107.50 87.50 80.00 67.50 60.00 40.00 34.00 30.00 22.50 15.00 12.00
RH 30 161.30 131.30 120.00 101.30 90.00 60.00 51.00 45.00 33.80 22.50 18.00
RH 40 215.00 175.00 160.00 135.00 120.00 80.00 68.00 60.00 45.00 30.00 24.00
RH 50 243.00 206.30 189.40 165.60 146.90 103.10 87.50 81.30 60.00 40.80 28.90
RH 65 316.90 268.10 246.20 215.30 190.90 134.10 113.80 105.60 78.00 53.00 37.60
RH 80 390.00 330.00 303.00 265.00 235.00 165.00 140.00 130.00 96.00 65.20 46.30
RH 100 432.00 360.00 336.00 292.00 256.00 184.00 160.00 140.00 108.00 72.00 56.00
RH 125 540.00 450.00 420.00 365.00 320.00 230.00 200.00 175.00 135.00 90.00 70.00
RH 150 576.00 499.00 466.00 405.00 357.00 259.00 219.00 191.00 150.00 114.00 84.00
RH 185 710.00 615.00 575.00 500.00 440.00 320.00 270.00 235.00 185.00 141.00 104.00
RH 200 752.00 656.00 616.00 528.00 468.00 344.00 296.00 260.00 212.00 152.00 112.00
RH 235 884.00 771.00 724.00 620.00 550.00 404.00 348.00 306.00 249.00 179.00 132.00
RH 250 940.00 820.00 770.00 660.00 585.00 430.00 370.00 326.00 265.00 190.00 140.00
RH 280 1075.00 931.00 870.00 756.00 666.00 483.00 409.00 357.00 280.00 213.00 157.00
RH 300 1152.00 998.00 932.00 810.00 714.00 518.00 438.00 382.00 300.00 228.00 168.00
RH 320 1229.00 1065.00 994.00 864.00 762.00 553.00 467.00 407.00 320.00 243.00 179.00
RH 360 1382.00 1198.00 1118.00 972.00 857.00 622.00 526.00 458.00 360.00 274.00 202.00
RH 390 1498.00 1297.00 1212.00 1053.00 928.00 673.00 569.00 497.00 390.00 296.00 218.00
RH 420 1613.00 1397.00 1305.00 1134.00 1000.00 725.00 613.00 535.00 420.00 319.00 235.00
RH 450 1728.00 1497.00 1398.00 1215.00 1071.00 777.00 657.00 573.00 450.00 342.00 252.00
RH 480 1843.00 1597.00 1491.00 1296.00 1142.00 829.00 701.00 611.00 480.00 365.00 269.00
RH 520 1997.00 1730.00 1615.00 1404.00 1238.00 898.00 759.00 662.00 520.00 395.00 291.00
RH 560 2150.00 1863.00 1740.00 1512.00 1333.00 967.00 818.00 713.00 560.00 426.00 314.00
RH 600 2304.00 1996.00 1864.00 1620.00 1428.00 1036.00 876.00 764.00 600.00 456.00 336.00
RH 640 2458.00 2129.00 1988.00 1728.00 1523.00 1105.00 934.00 815.00 640.00 486.00 358.00
RH 700 2688.00 2329.00 2175.00 1890.00 1666.00 1209.00 1022.00 891.00 700.00 532.00 392.00
RH 750 2880.00 2495.00 2330.00 2025.00 1785.00 1295.00 1095.00 955.00 750.00 570.00 420.00
RH 800 3072.00 2661.00 2485.00 2160.00 1904.00 1381.00 1168.00 1019.00 800.00 608.00 448.00

Current (Amps) to 1.10V @ 20°C (68°F)

Seconds Minutes
Type 1 5 10 30 1 b 10 15 30 60 90

RH 10 66.30 56.30 51.30 43.00 38.80 27.50 22.50 20.00 15.00 9.00 6.30

RH 20 132.50 112.50 102.50 86.00 77.50 55.00 45.00 40.00 30.00 18.00 12.70
RH 30 198.80 168.80 153.80 129.00 116.30 82.50 67.50 60.00 45.00 27.00 19.00
RH 40 265.00 225.00 205.00 172.00 155.00 110.00 90.00 80.00 60.00 36.00 25.30
RH 50 300.00 265.60 243.80 209.40 187.50 137.50 115.60 106.30 76.30 48.10 32.30
RH 65 390.00 345.30 316.90 272.20 243.80 178.80 150.30 138.10 99.10 62.60 42.00
RH 80 480.00 425.00 390.00 335.00 300.00 220.00 185.00 170.00 122.00 77.00 51.70
RH 100 548.00 464.00 424.00 368.00 328.00 240.00 204.00 184.00 144.00 96.00 64.80
RH 125 685.00 580.00 530.00 460.00 410.00 300.00 255.00 230.00 180.00 120.00 81.00
RH 150 742.00 645.00 596.00 511.00 454.00 324.00 276.00 239.00 186.00 132.00 89.40
RH 185 915.00 795.00 735.00 630.00 560.00 400.00 340.00 295.00 230.00 163.00 110.00
RH 200 928.00 805.00 744.00 656.00 596.00 440.00 364.00 316.00 256.00 176.00 119.00
RH 235 1090.00 946.00 874.00 771.00 700.00 517.00 427.00 371.00 301.00 207.00 140.00
RH 250 1160.00 1006.00 930.00 820.00 745.00 550.00 454.00 395.00 320.00 220.00 149.00
RH 280 1385.00 1204.00 1113.00 954.00 847.00 605.00 515.00 446.00 347.00 246.00 167.00
RH 300 1484.00 1290.00 1192.00 1022.00 908.00 648.00 552.00 478.00 372.00 264.00 179.00
RH 320 1583.00 1376.00 1271.00 1090.00 969.00 691.00 589.00 510.00 397.00 282.00 191.00
RH 360 1781.00 1548.00 1430.00 1226.00 1090.00 778.00 662.00 574.00 446.00 317.00 215.00
RH 390 1929.00 1677.00 1550.00 1329.00 1180.00 842.00 718.00 621.00 484.00 343.00 232.00
RH 420 2078.00 1806.00 1669.00 1431.00 1271.00 907.00 773.00 669.00 521.00 370.00 250.00
RH 450 2226.00 1935.00 1788.00 1533.00 1362.00 972.00 828.00 717.00 558.00 396.00 268.00
RH 480 2374.00 2064.00 1907.00 1635.00 1453.00 1037.00 883.00 765.00 595.00 422.00 286.00
RH 520 2572.00 2236.00 2066.00 1771.00 1574.00 1123.00 957.00 829.00 645.00 458.00 310.00
RH 560 2770.00 2408.00 2225.00 1908.00 1695.00 1210.00 1030.00 892.00 694.00 493.00 334.00
RH 600 2968.00 2580.00 2384.00 2044.00 1816.00 1296.00 1104.00 956.00 744.00 528.00 358.00
RH 640 3166.00 2752.00 2543.00 2180.00 1937.00 1382.00 1178.00 1020.00 794.00 563.00 381.00
RH 700 3463.00 3010.00 2781.00 2385.00 2119.00 1512.00 1288.00 1115.00 868.00 616.00 417.00
RH 750 3710.00 3225.00 2980.00 2555.00 2270.00 1620.00 1380.00 1195.00 930.00 660.00 447.00
RH 800 3957.00 3440.00 3179.00 2725.00 2421.00 1728.00 1472.00 1275.00 992.00 704.00 477.00
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