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General Specifications

2CX-5M 65 7.0 178 9.0 229 14.8 375 44 20.0 49 22.2 10 4.5 1.0 3.8

3CX-5M 65 7.0 178 9.0 229 14.8 375 65 29.5 71 32.2 16 7.3 1.5 5.7

2CX-7M 98 7.0 178 9.0 229 14.8 375 49 22.2 53 24.0 9 4.1 0.9 3.4

3CX-7M 98 7.0 178 9.0 229 14.8 375 73 33.1 78 35.4 13 5.9 1.4 5.3

2CX-9M 130 12.2 310 9.0 229 14.8 375 72 32.7 81 36.7 24 10.9 2.4 9.1

3CX-9M 130 12.2 310 9.0 229 14.8 375 107 48.5 114 51.7 36 16.5 3.5 13.2

2CX-11M 162 12.2 310 9.0 229 14.8 375 76 34.5 87 39.5 21 9.5 2.1 7.9

3CX-11M 162 12.2 310 9.0 229 14.8 375 114 51.7 122 55.3 32 14.5 3.2 12.1

2CX-13M 195 12.2 310 9.0 229 14.8 375 81 36.7 88 39.9 20 9.1 2.0 7.6

3CX-13M 195 12.2 310 9.0 229 14.8 375 121 54.9 128 58.1 30 13.6 3.0 11.4

2CX-15M 227 12.2 310 9.0 229 14.8 375 84 38.1 90 40.8 21 9.5 2.0 7.6

3CX-15M 227 12.2 310 9.0 229 14.8 375 125 56.7 132 59.9 31 14.1 3.1 11.7

Nominal Dimensions Weights - Volumes

TYPE* NOM. Length** Width Height Unpacked Domestic Packed Electrolyte Only / 1.215 S.G.
Ah

in mm in mm in mm lbs kg lbs kg lbs kg gal lCAP.1

* Suffix number indicates total plates per cell.  Prefix number indicates total cells per jar.  

** 0.25” must be added between cells for spacing purposes when calculating total battery length.
1
Nominal Amp hour capacity at the 8 hour rate - 1.215 S.G.





www.enersys.com Publication No. US-CX-PS-001 April 2006    7

CX
Constant Power

Type 

5 10 11 12 13 14 15 16 17 18 19 20 25 30 45 1 1.5 2 3

CX-5M 0.273 0.241 0.233 0.225 0.218 0.211 0.204 0.199 0.194 0.189 0.185 0.180 0.160 0.142 0.111 0.093 0.062 0.052 0.042

CX-7M 0.410 0.361 0.349 0.337 0.327 0.316 0.307 0.299 0.291 0.284 0.277 0.271 0.240 0.213 0.167 0.140 0.094 0.078 0.063

CX-9M 0.546 0.482 0.466 0.450 0.436 0.422 0.401 0.398 0.388 0.379 0.370 0.361 0.320 0.284 0.223 0.186 0.125 0.105 0.084

CX-11M 0.683 0.602 0.582 0.563 0.545 0.528 0.512 0.498 0.486 0.474 0.462 0.451 0.400 0.355 0.279 0.233 0.157 0.131 0.106

CX-13M 0.820 0.723 0.699 0.676 0.654 0.633 0.614 0.598 0.583 0.569 0.555 0.541 0.480 0.426 0.335 0.280 0.188 0.157 0.127

CX-15M 0.957 0.844 0.816 0.788 0.763 0.739 0.717 0.698 0.680 0.663 0.647 0.632 0.561 0.498 0.391 0.327 0.220 0.184 0.148

Minutes Hours

1.215 Specific Gravity

Discharge Rates in kW per Cell** to 1.67Vpc at 25˚C (77˚F)*

Type 

5 10 11 12 13 14 15 16 17 18 19 20 25 30 45 1 1.5 2 3

CX-5M 0.289 0.250 0.241 0.233 0.225 0.218 0.212 0.206 0.201 0.195 0.191 0.186 0.165 0.147 0.115 0.096 0.062 0.052 0.043

CX-7M 0.434 0.375 0.362 0.350 0.338 0.327 0.318 0.309 0.301 0.293 0.286 0.279 0.248 0.221 0.172 0.144 0.094 0.078 0.064

CX-9M 0.579 0.500 0.403 0.467 0.451 0.436 0.424 0.412 0.402 0.391 0.382 0.372 0.331 0.295 0.230 0.192 0.125 0.150 0.086

CX-11M 0.724 0.625 0.604 0.583 0.564 0.546 0.530 0.515 0.502 0.489 0.477 0.466 0.414 0.369 0.287 0.240 0.157 0.131 0.107

CX-13M 0.869 0.750 0.725 0.700 0.677 0.655 0.636 0.618 0.603 0.587 0.573 0.559 0.497 0.443 0.345 0.288 0.188 0.157 0.129

CX-15M 1.014 0.876 0.846 0.817 0.790 0.765 0.742 0.722 0.703 0.685 0.669 0.652 0.580 0.517 0.403 0.337 0.220 0.184 0.150

Minutes Hours

1.215 Specific Gravity

Discharge Rates in kW per Cell** to 1.65Vpc at 25˚C (77˚F)*

Type 

5 10 11 12 13 14 15 16 17 18 19 20 25 30 45 1 1.5 2 3

CX-5M 0.327 0.271 0.262 0.253 0.245 0.237 0.230 0.223 0.216 0.210 0.204 0.199 0.176 0.158 0.122 0.100 0.062 0.052 0.043

CX-7M 0.491 0.407 0.393 0.380 0.368 0.356 0.345 0.335 0.325 0.316 0.307 0.299 0.264 0.237 0.183 0.151 0.094 0.078 0.065

CX-9M 0.655 0.543 0.524 0.507 0.490 0.475 0.460 0.446 0.433 0.421 0.409 0.398 0.352 0.316 0.244 0.201 0.125 0.105 0.087

CX-11M 0.819 0.679 0.655 0.634 0.613 0.594 0.575 0.558 0.542 0.526 0.512 0.498 0.440 0.395 0.305 0.252 0.157 0.131 0.109

CX-13M 0.983 0.815 0.787 0.760 0.736 0.712 0.690 0.670 0.650 0.632 0.614 0.598 0.528 0.474 0.366 0.302 0.188 0.157 0.131

CX-15M 1.147 0.951 0.918 0.887 0.858 0.831 0.806 0.781 0.758 0.737 0.717 0.698 0.617 0.554 0.428 0.353 0.220 0.184 0.153

Minutes Hours

1.215 Specific Gravity

Discharge Rates in kW per Cell** to 1.60Vpc at 25˚C (77˚F)*

Initial Capacity shall be a minimum of 100% of these values per IEEE 450.

Values include intercell connector drop

All data subject to change without notice.
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